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Deficiency / Recommendation / Corrective
Action Report

DATE: OWNER: UNIT I.D. NUMBER:

GUIDELINES

a A deficiency (X) may constitute a hazard. Deficiency must be corrected and/or faulty parts
replaced before resuming operation.

b Recommendations (R) should be considered for corrective actions. Corrective action for a
particular recommendation depends on the facts in each situation.

¢ Corrective actions (CA), repairs, adjustments, parts replacement, etc. are to be performed by a
qualified person in accordance with all manufacturer’'s recommendations, specifications and
requirements.

NOTE: Deficiencies (X) listed must be followed by the corresponding corrective action taken (CA).

X = DEFICIENCY R = RECOMMENDATION CA = CORRECTIVE ACTION TAKEN

X,R,CA |ITEM# [EXPLANATION DATE CORRECTED




76 EZ Hauler 3500 Manual Part # 99903718

X,R,CA |ITEM# |[EXPLANATION DATE CORRECTED
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X,R,CA

ITEM #

EXPLANATION

DATE CORRECTED

Thread Torques

WARNING

Anytime a gear-bearing bolt is removed, it must be replaced with a new bolt of the identical
grade and size. Once a bolt has been torqued to 75% of its proof load and then removed, the
torque coefficient may no longer be the same as when the bolt was new thus giving
indeterminate clamp loads after torquing. Failure to replace gear-bearing bolts may result in bolt

failure due to metal fatigue, causing serious injury or DEATH.

When using the torque data in the torque charts, the following rules should be observed.

Bolt manufacturer’s particular specifications should be consulted when provided.

Flat washers of equal strength must be used.

All torque measurements are given in foot-pounds. To convert to inch-pounds, multiply by

12.

4 Torque values specified are for bolts with residual oils or no special lubricants applied. If
special lubricants of high stress ability, such as Never-Seez compound graphite and all,
molybdenum disulphite, collodial copper or white lead are applied, multiply the torque values
in the charts by the factor .90. The use of Loctite does not affect the torque values.

FINE THREAD TORQUE CHART (ENGLISH)

TIGHTENING TORQUE
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SAE J429 SAE J429

SIZE BOLT DIA. GRADE 5 GRADE 8
(DIA-TPI) | (INCHES) PLAIN (FT- | PLATED PLAIN PLATED
LB) (FT-LB) (FT-LB) (FT-LB)

5/16-24 [0.3125 19 14 27 20

3/8-24 0.375 35 26 49 35

7/16-20 [0.4375 55 41 78 58

1/2-20 0.5 90 64 120 90
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